
 

    

 

 

 

 

商品特性 :  

＊ 組裝不同尺寸的螺絲或塑膠壁虎，不需更換模具. 

＊ 此機型的組合方式可以組裝變形彎曲的螺絲及塑膠壁虎. 

＊ 連續組裝模式，組裝速度快及穩定，操作簡單，故障排除容易，一人可操作多台機械. 

＊ 100% 篩選功能可對於未組合的螺絲或塑膠壁虎作分開. 

＊ 停車補料/自動驅動系統-當振動盤補料來不及時，機械會停止運轉，等待補料完成後， 

   機械會再自動啟動不需要人員去按啟動按鈕，減少人力操作，增加生產效率. 

＊ 機械在長時間運轉後，零件幾乎零耗損，省下日後機械維修的時間及金錢. 
 

FEATURE : 

＊ Don't change any molds for different sizes of screws or anchors.  

＊ 100% Sorting device for unassembled screws or anchors. 

＊ This assembling type is able to assemble bending screws and plastic anchor. 

＊ When the supply of screws or anchors is late, the machine will stop automatically. After the feed  

   tracks are full of screws or anchors, the machine will be automatic movement. 

＊ After long-term operating, the parts is low wear and tear, let you save time and money in the future  

   for maintenance. 

＊ Machine is in accordance with CE security rules. 

 
商品規格 (SPECIFICATIONS):                            

馬力 (Motor Power): 1 HP
 

機械尺寸 (Dimension): ZYCL-300：3,200(L) x 3,200(W) x 2,100(H) (mm) 

                     ZYCL-230：2,800(L) x 2,800(W) x 1,950(H) (mm) 

所有機械運轉透過 PLC 可程式控制 ( Control: Programmable Logic Control of all movements) 

變頻器可調整機械運轉速度 (Inverter to adjust machine speed) 
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組裝速度 

Output

 

淨重 

N.W.

 

ZYCL230-M8-10 
Diameter: 4.5~7.2 mm, 

Length: 60~230 mm 

Diameter: M8~M10, 

Length: 60~230 mm 
120~450 PCS / MIN 2,000kgs 

ZYCL230-M10-12 
Diameter: 7.0~8.2 mm, 

Length: 60~230 mm 

Diameter: M8~M10, 

Length: 60~230 mm 
120~450 PCS / MIN 2,000kgs 

ZYCL300-M10-12 
Diameter: 7.0~8.2 mm, 

Length: 60~300 mm 

Diameter: M10~M12, 

Length :60~300 mm 
80~400 PCS / MIN 2,650kgs 

ZYCL300-M12-14 
Diameter: 8.0~10.2 mm, 

Length: 60~300 mm 

Diameter: M12~M14, 

Length: 60~300 mm 
80~400 PCS / MIN 2,650kgs 

 

長螺絲與塑膠壁虎組合機                                                                      

Long Screw & Nylon Anchor Assembly Machine        
 

新型專利 (Taiwan New Patent): No. 198858 

 


